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STONE DRIVE RESTORATION
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EXISTING

ASPHALT

SAW CUT 2" MIN. DEEP

EXISTING PAVEMENT (TYP.)

4" MIN.

COMPACTED

AGGREGATE #53

(LEVELING COURSE)

UNDISTURBED

MATERIAL

DOWELL

BAR

JOINT

SAW CUT 2" MIN.

EXISTING PAVEMENT (TYP.)

JOINT

EXISTING

CONC.

14" MIN.

3" INTERMEDIATE HMA TYPE A

1" SURFACE HMA TYPE A

SAW CUT 2" MIN. DEEP

EXISTING PAVEMENT (TYP.)

SAW CUT 2" MIN. DEEP

EXISTING PAVEMENT (TYP.)

EXISTING

ASPHALT

NOTES:

1. WIDTH OF TRENCH (W) SHALL EQUAL OUTSIDE DIAMETER OF PIPE + 30 INCHES.

2. COMMERCIAL DRIVEWAY T=8" AND RESIDENTIAL DRIVEWAY T=6".

3. NEW SURFACE SHALL BE SLOPED TO MATCH EXISTING PAVEMENT.

ASPHALT DRIVE RESTORATION

T
(SEE NOTE #2)

DRIVEWAY PAVEMENT RESTORATION
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