
RESTORATION
ZONE

SUBGRADE

BACKFILL REQUIREMENTS

 UNDER PAVEMENTS: SEE
DETAILS

 WATERMAIN < 5' OFF EOP:
B-BORROW

 WATERMAIN > 5' OFF EOP:
NATIVE MATERIAL

 B-BORROW OR
NATIVE BACKFILL,

COMPACTED TO 95%
STANDARD
PROCTOR

GRANULAR MATERIAL
INDOT #5, 8, 9,

OR 53, COMPACTED
TO 80% STANDARD

PROCTOR
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SEE DRIVEWAY, PATCHING OR
ROADWAY PAVEMENT RESTORATION
DETAILS

2" TOPSOIL
(IF REQUIRED)

UNDISTURBED
EARTH

O.D. + 30" MAX.

d=      Inside Diameter
H=      Backfill Cover Above Top of Pipe
O.D.=  Outside Diameter
Legend:

h=           ; 4" MinimumO.D.
8

PATCHING MATERIALEXISTING EXISTING

FINISH GRADE

Note:
 For Rock or Other

Non-Compressive Material: The
Trench Should be Over- Excavated
a Minimum of 6" and Refilled with
Granular Material

DUCTILE IRON PIPE BEDDING & BACKFILL
DETAIL

Scale: N.T.S.
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