
1" DIA. GUSSET

HOLE (4 PLCS.)

ALT. RIBS

Ø1" HANDLING HOLE

DRILL & TAP THRU FOR

1/2"-13 NC THREADS ON

DIMPLES PROVIDED,8PL
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10 1/8"

59"

48 1/4"

45 1/2"

RELIEF AREA

(2 PLCS.)

SECTION A-A

37 1/2"

27"

24 1/4"

SECTION B-B

2 9/16"

3 1/2"

23 13/16"

4 1/2"1 1/4"

1 1/8"

1 3/16"

SECTION OF GRATE

FRAME AND GRATE

E. JORDAN 5357ZPT FRAME W/5355M6 GRATE

W/ ALMETEK ENVIRONMENTAL MARKER

MADE IN USAMO/DY/YR

MM-USA

MADE IN USAMO/DY/YR

MM-USA

NON - SLIP

TEXTURE

22 1/2"

1"

26 1/2"

1"

3 1/2"

1 1/4"
1/2"

SECTION OF GRATE

NOTES:

1. DESIGN LOAD HEAVY DUTY

2. ASTM A48 CLASS 35B

3. TO BE USED WITH 30" X 46" STRUCTURE

4. INSTALL ALMETEK ENVIRONMENTAL MARKER WITH

CASTING ASSEMBLY

OPEN AREA 145 SQ. IN

PER GRATE (2)
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