
NOTES:

1. ALL NOTES AND DIMENSIONS ON

SINGLE GABION CONFIGURATION

APPLY TO MULTIPLE GABIONS

CONFIGURATION.

2. "W" REPRESENTS THE WIDTH OF THE

GABION.

3. REFER TO TECHNICAL SPECIFICATIONS

FOR GABION STONE FILL REQ

MULTIPLE GABIONS

EXISTING GRADE

TOPSOIL

3" MIN. THICKNESS

EROSION CONTROL

BLANKET -FINISHED

GRADE

COMPACTED FILL

MATERIAL (SPOIL)

3" MIN.

FILL GABION

WITH STONE

NONWOVEN

GEOTEXTILE

EXISTING GRADE

6",9", OR 12"

MAX. OFFSET 

W

3

WOVEN

GEOTEXTILE

SINGLE GABION

EXISTING GRADE

COMPACTED FILL

MATERIAL (SPOIL)

EXISTING GRADE

4" MIN.

NO. 2 STONE BASE

 WOVEN

GEOTEXTILE

MAX SLOPE 3:1

COMPACTED FILL

MATERIAL (SPOIL)

OR

CRUSHED STONE

#5 FILL

CRUSHED STONE

#5 FILL

NONWOVEN

GEOTEXTILE

6",9", OR 12"

4" MIN.

FILL GABION MATTRESS

WITH STONE

COMPACTED FILL

MATERIAL (SPOIL)

OR

CRUSHED STONE

#5 FILL

FILL GABION MATTRESS

WITH STONE

3" MIN.

3"  MIN TOPSOIL

THICKNESS

NONWOVEN

GEOTEXTILE

MAX SLOPE 3:1

NO. 2 STONE BASE

DITCH/RIVER/LAKE SHORE PROTECTION
GABIONS NEXT TO GABION MATTRESS

D

O

C

I

N

Y

T

I

F

F

O

E

K

-

K

I

E

N

AI

A

Y

A

W

T

R

N

O

-

G

A

N

Scale: N.T.S.

Revised:  February 28, 2018Created: February 22, 2012

EROS-9-4

City Utilities

Design Standards

Manual


