
FINISH GRADE

SADDLE FOR FLEXIBLE

#8 STONE

#6 STONE

6" (TYPICAL)

BUTYL RUBBER

6" MIN. #6 STONE (COMPACTED)

WATER MAIN
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OUTLET

SADDLE FOR

FLEXIBLE PIPE.

ELECTROFUSION

SADDLE FOR HDPE

CASTING SHALL BE SEL-SEALING

OR WATER TIGHT. LID SHALL BE

STAMPED WATER AND HAVE

CLOSED PICK HOLES. FRAME SHALL

BE SET ON DOUBLE ROW OF KENT

SEAL.

VALMATIC SINGLE BODY

COMBINATION AIR VALVE

(CAV) OR EQUAL. (2" INLET,

2" OUTLET) (CHECK

W/DESIGN ENGINEER)

WIPE INTERIOR JOINTS

WITH NON SHRINK

GROUT

2" DIA. THREADED

STEEL PIPE

(CHECK W/DESIGN

ENGINEER)

MANHOLE STEPS

AS PER SPECS

2" PIPELINE

RISER

SLOPE

SLOPE

DOG HOUSE

STYLE M.H.

PLACE ON

CONCRETE

BLOCKS

COMBINATION AIR VALVE STRUCTURE
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