City Utilities VALVE BOX

Design Standards
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ONCE VALVE BOX IS IN PLACE, DRILL HOLE
VALVE BOX LID BELOW LID (WITHIN 6" OF TOP) AND FEED

WIRE THROUGH OPENING. LEAVE 4" TO 6"
FINISHED GRADE OF WIRE IN BOX.

(PAVEMENT OR SOIL)

TOP SECTION
(LENGTH VARIES)

NATIVE OR NO. 53/73 STONE
1/ (BASED ON SURFACE)

EXTENSION SECTION

/ AS NEEDED (LENGTH VARIES)

5 1/4" SHAFT
~ (SCREW TYPE)

BOTTOM SECTION
~ WITH FORMED BONNET (LENGTH VARIES)

L —NO. 8 OR NO. 53/73 STONE

TRACING WIRE (SPLICED TO WATER
~— MAIN LINE WIRE) W/DIRECT BURY
CONNECTOR

WATER MAIN LINE

NOTES:

1.

ALL VALVE BOXES SHALL BE CAST IRON, BUFFALO SCREW STYLE WITH THE WORD "WATER" CAST IN THE
LID.

VALVE BOX SHALL BE A TWO PIECE TYPE WITH A ROUND BASE AND 5 1/4" SHAFT SIZE.

THE LID SHALL BE HELD IN PLACE BY A STANDARD BRASS PENTAGON HEAD SCREW

TRACING WIRE REQUIRED FOR ALL PIPE.

ALL MATERIAL SHALL MEET WATER UTILITY MATERIAL SPECIFICATIONS.

ALL PERMANENTLY INSTALLED MAINLINE VALVES SHALL FOLLOW THIS DETAIL
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